AM/FM 2 Band Clock Radio 
(120-1481) 


Features 
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1. Furniture style wood cabinet: 

The wood cabinet provides a refined article of furniture, and serves 
to improve acoustic response. 

2. Stable operation with silicon transistors: 

Silicon transistors of proven performances are used as the active 
elements in the radio, insuring high-sensitivity and stable operation. 

3. Line cord FM antenna: 

In areas where the FM signal is sufficiently strong, the AC power line 
can be used as a FM antenna. FM reception can be enhanced simply by 
connecting the clips of the power cord to the FM antenna terminals. 

An AFC circuit is incorporated for stable FM reception. 

CAUTIONS: The model 12-1481 AM/FM 2 Band clock Radio is designed 

exclusively for AC operation. Do not operate it on a DC power 
source . 

To clean the cabinet, use a soft dry cloth moistened with water 
or soapsuds. Do not use harsh solvents. 



AM/FM 2 Band Clock Radio 
(120-1481) 


Operation 
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1. Connect the power plug to an AC 120V, 60 Hz outlet. 

When this is done, the clock will be lighted up and the minute hand of 
the clock will start moving. 

2. Set the correct time. 

This can be done by turning the time adjustment Knob 8 located on the 
back of the cabinet. 

3. Operation of the clock switch. 

The clock switch 6 has four control positions, namely, "AUTO"... 

"ON" ... "OFF :... "ALARM ' from lower to upper position in the due order. 
Operations for respective control positions are as follows: 

"OFF" position Clock alone operates. 

"ON" position Radio operates. 

The operating mode of the radio is indicated by the 
illuminated radio dial. 

The operating mode of the radio is indicated by the 
illuminated radio dial. 

"AUTO" position The Radio is turned on at the preset time. If 
audible radio is not required, set the volume 
control knob 3 in a position for subdued volume. 

"ALARM position" At the preset time the radio starts. In about 9 
minutes the alarm sounds. To silence the alarm, 
turn the clock switch to the "AUTO" position. When 
this is done, the radio is kept on. 

4. Use of "Snooze lever" 5 

Set knob 6 in the "ALARM" position. At the preset time the alarm 
sounds. If the "Snooze lever" is depressed the alarm stops for about 
eight minutes. When the pause period is over, the alarm resumes. The 
operation of the radio continues. 



5. Use of "Sleep Timer" 7 


If you wish to fall asleep to music, set the select or knob 6 in the 
"OFF" position and set Knob 7 to the desired switch off time. A 
maximum of 60 minutes can be optioned. 

6. Listening to the Radio. 

Select the desired frequency band FM/AM by means of the band selector 
knob 2 . 

Tune the Radio to the desired station by turning the tuning knob 1. 

Adjust the loudness of the radio set by means of the volume control 
Knob 3. The loudness increases as the knob is turned clockwise. By 
using Knob 4, the tone may be controlled to high or low. 



AM/FM 2 Band Clock Radio 
(120-1481) 


Specifications 
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Tuning Range: 

Intermediate Frequency: 

Transistor & Diode: 

TRl : 

TR2 : 

TR3 : 

TR4, 5: 

TR6: 

TR7 : 


Power Output: 

Power Source: 

Speaker : 

Cabinet Dimensions: 

Clock: 

Weight : 


AM 540-1600 KHz 
FM 87.5-108 MHz 

AM 455 KHz 

FM 10.7 MHz 


2SC 784...1...FM RF Amplifier 

2SC 394...1...FM Converter 

2SC 380... 1... IF Amplifier (FM) and 

Converter (AM) 

2 SC 380... 2... IF Amplifier (FM and AM) 

2 SC 372...1...AF Amplifier 

2 SC 515 ... 1 ... Power Amplifier 

D3, 5, 6 1 N 60. . .3. . .Limiter AM. FM Det. 

Dl, 4, 7 1 S 34. . .3. . .Limiter AM.FM Det. 

D2 1S352M ...1...AFC 

D8 lS-1943 ... 1 ... Rectifier 

700mw (Max) 

120V, 60 Hz, 10 W 

3 1/2" P.M. D 8ohm 

13" (W) X 6 6/16" (H) X 3 1/2" (D) 

JA-61 (TELECHRON) 

3 7/8 lbs 
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